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Revision Log

Date Page No. Description of change Name

7/27/2020 1-14 Released S. Powers

8/5/2020 12,14,16 Pg 12: Rotated view, changed 3 screws to ws screws

Pg 14: Added Cantilever location 1” gap and flush.

Pg 16: Added note to level desk, added ¼” dimensions

S. Powers

9/1/2020 2-5 Added replacement part numbers S. Powers
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Hardware List

Item Replacement 

Part number

Circle Sheet 

Part Number

Description Image

H1 RH-DU325 RH-DU325 Anchor Pin

H2 RH-9056601 RH-9056601 Cam Bushing

H3 RH-1420TI RH-1420TI Glide Insert

H4 RH-CGLIDE RH-CGLIDE Glide

H5 RH-26294030 RH-26294030 Removable Panel 

Button

H6 RH-SMBMTP17834B RH-

SMBMTP17834B

#8 x ¾” long  Truss 

Head Screw

H7 RH-26294001 RH-26294001 Removable Panel 

Mounting Bracket

H8 RS-HSFDU812-A RS-HSFDU812-A #8 x ½” long Pan Head 

Screw

H9 RC-HATTCB RC-HATTCB Corner Roller Bracket

H10 RC-HATTRB RC-HATTRB Side Roller Bracket
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Hardware List

Item Replacement 

Part number

Circle Sheet 

Part Number

Description Image

H11 RH-PU165C1L5M4 RH-PU165C1L5M4 Roller Bearing

H12 T-HAC T-HAC Cantilever

H13 M6 x 10mm long Hex 

Drive Cap Screw

H14 RL-HAC70xx

xx = BK (Black)

xx = MS (Silver)

xx = WT (White)

RL-HAC70xx

xx = BK (Black)

xx = MS (Silver)

xx = WT (White)

70mm Height 

Adjustable Column

H15 OX-SFSS OX-SFSS Single Foot

H16 RH-91239A319 RH-91239A319 M6 x 14mm long Pan 

Head Screw

H17 RC-EL-BOLT RC-EL-BOLT Elevator Bolt

H18 O-GSO OX-GSO Glide Plate

H19 RH-91420A425 RH-91420A425 M6 x 14mm long Flat 

Head Screw
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Hardware List

Item Replacement 

Part number

Circle Sheet 

Part Number

Description Image

H20 RH-QS0978 RH-QS0978 #9 x 7/8” long Flat Head 

Screw

H21 OX-LB2 OX-LB2 L-Bracket

H22 RL-2LCB RL-2LCB Control Box

H23 #10 x 7/8” long

Pan head screw

H24 RL-2LCK RL-2LCK 1.3M cable extension

H25 RL-PHS RL-PHS Programmable Hand 

Switch

H26 #6 x ½” long

Pan Head Screw
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Panel List

Item Replacement 

Part number

Circle Sheet 

Part Number

Description Qty Image

P1 TTL-LOOPxx

xx = 30 or 36

TTL-LOOPxx

xx = 30 or 36

Stationary Base Side Panel 

Left

1 See Step 1

P2 TTL-ROOPxx

xx = 30 or 36

TTL-ROOPxx

xx = 30 or 36

Stationary Base Side Panel 

Right

1 See Step 1

P3 TTL-LOTPxx

xx = 30 or 36

TTL-LOTPxx

xx = 30 or 36

Stationary Base Top Panel

Left

1 See Step 1

P4 TTL-ROTPxx

xx = 30 or 36

TTL-ROTPxx

xx = 30 or 36

Stationary Base Top Panel

Right

1 See Step 1

P5 TTL-OBPxx

xx = 60, 66, 72,

78 or 84

TTL-OBPxx

xx = 60, 66, 72,

78 or 84

Stationary Base Modesty 

Panel

1 See Step 2

P6 TTL-LOFP TTL-LOFP Stationary Base Wing Panel 

Left

1 See Step 2

P7 TTL-ROFP TTL-ROFP Stationary Base Wing Panel 

Right

1 See Step 2

P8 TTL-LOIPxx

xx = 30 or 36

TTL-LOIPxx

xx = 30 or 36

Stationary Base Removable 

Panel Left

1 See Step 3

P9 TTL-ROIPxx

xx = 30 or 36

TTL-ROIPxx

xx = 30 or 36

Stationary Base Removable 

Panel Right

1 See Step 3

P10 TTL-LIPxx

xx = 30 or 36

TTL-LIPxx

xx = 30 or 36

Height Adjustable Base 

Side Panel Left

1 See Step 4

P11 TTL-RIPxx

xx = 30 or 36

TTL-RIPxx

xx = 30 or 36

Height Adjustable Base 

Side Panel Right

1 See Step 4

P12 TTL-OBPxx

xx = 60, 66, 72,

78 or 84

TTL-OBPxx

xx = 60, 66, 72,

78 or 84

Height Adjustable Base 

Modesty Panel

1 See Step 4

P13 TTL-LIFP TTL-LIFP Height Adjustable Base 

Wing Panel Left

1 See Step 4

P14 TTL-RIFP TTL-RIFP Height Adjustable Base 

Wing Panel Right

1 See Step 4
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Stationary Base

Side Panel Left / Right

Stationary Base

Stationary Base 

Top Panel Left / Right

Stationary Base

Modesty Panel

Stationary Base

Wing Panel Left / Right

Cam Bushing

RH-9056601

Anchor Pin

RH-DU325

Glide Insert

2 places per

Stationary Base

Panels

Glide

2 places per

Stationary Base  

Panels

Step1:

Assemble Stationary Left and Right Side Panels to 

Top Panels using Cams and Pins.

Step2:

Assemble Stationary Left and Right Wing Panels 

and Modesty to Side Panels using Cams and Pins.

H1

H2

H3

H4

P1

P3

P5

P6 P7

P4

P2
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Stationary Base Cont.

Step3a:

Install the Removeable Panel Hardware in 8 places.

Removable Panel

(2 Required)

Button

8 places

#8 x ¾” long

Truss Head Screw

Philips #2

8 places

Button Mounting 

Bracket 8 places

#8 x ½” long

Pan Head Screw

Philips #2

16 places

H5

H6

H7

H8
P8 P9
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Step3b:

Install the Removeable Panels in 2 places.

Stationary Base Cont.
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Telescoping Modesty

Cam Bushing

RH-9056601

Anchor Pin

RH-DU325

Height Adjustable 

Base Modesty Panel

Height Adjustable 

Base Side Panel

Left / Right

Height Adjustable 

Base Wing Panel

Left / Right

Step 4:

Assemble Height Adjustable Panels using Cams and Pins.

P10

H1

H2

P12

P13 P14

P11
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Step5b:

Install Roller Bearings.

Roller Bearing

9 places

H11

#8 x ½” long

Pan Head Screw

Philips #2 Drive

2 places per Corner Bracket

1 place per Side Bracket

DO NOT TIGHTEN

Corner Roller Bracket 

4 places

Side Roller Bracket

1 places

H10

Step5a:

Use slots to loosely install Roller Brackets to

bottom of Telescoping Modesty Assembly.
H9

Telescoping Modesty Cont.
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Telescoping Modesty Cont.

Step 6:

Center Telescoping Modesty assembly horizontally and vertically inside the Stations 

Base.

Center Horizontally

Center Vertically

Telescoping Modesty

Stationary Adjustable 

Base
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Step 7:

Install Worksurface to Telescoping Modesty

Center Worksurface

Horizontally

L-Bracket

8 Places

#8 x ½” long

Pan Head Screw

Philips #2 Drive

3 places per bracket

Worksurface Installation

H8

#9 x 7/8” long

Flat head screw

#2 Philips drive

3 places

H20

Worksurface Flush 

to user side 

stationary base

H21
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Step8:

Assemble 3 Height Adjustable Columns (2 with feet and 1 with Glide Standoff)

Leg Assembly

Cantilever

M6 X 10mm 

Machine Hex Cap

4 places

70mm Column

Single Foot

Elevator Bolt

M6 X 14mm 

Machine Screw

Philips Drive #3

4 places

¼-20 Glide

Flat Head Screw

M6 X 14mm long

Hex drive: 4mm

4 places

Glide Plate

H12

H13

H14

H15

H16

H17

H18

H19

H4
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Step9:

Assemble 3 Height Adjustable Columns (2 with feet and 1 with Glide Standoff)

Telescoping Modesty must be raised off the floor a 

minimum of 1.5”. Then, slide the Height Adjustable 

Columns underneath the worksurface. Secure to 

worksurface with #9 x 7/8” long screws.

LIFT

LIFT

LIFT

1.5” MIN

#9 x 7/8” long

Flat head screw

#2 Philips drive

12 places per cantilever

H20

Leg Installation

1” Gap

Both ends

Cantilever 

flush to panel
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Step10a:

Install Control Box and Hand Switch.

Control Box

Hand Switch

#6 x ½” long

Pan Head Screw

Philips #2 Drive

2 places

#10 x 7/8” long

Pan head screw

Philips #2 Drive

2 places

Step10b:

Connect Cables.

Connect leg 1 into port “M1”

Connect leg 2 into port “M2”

Using 1.3M Cable Extension

Connect leg 3 into port “M3”

Using 1.3M Cable ExtensionConnect Hand Switch into port “HS”

Electronics Installation

H26

H22

H23

H24

H25

H245
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Step11a:

Level Desk. Plug in. Push the down button first, then up to raise the Telescoping Desk to access 

Rollers.

Step11b:

Adjust Roller Brackets in/out so that the Roller Bearing is just touching the Stationary Base. Add an 

additional screw to each bracket to secure in place. Go Back and tighten screws in slots.

Adjust Roller Brackets

#8 x ½” long

Pan Head Screw

Philips #2 Drive

Check Rollers

Level Desk 

Side to side

Front to back

H8

¼” approx.

¼” approx.

¼” approx.


